
Semi Flush Light Fitting

Safety Warnings
INSTRUCTION MANUAL

• This product is only suitable for connection to a 240V~50Hz supply in accordance with current IEE wiring 
regulations, and should be installed in accordance with local Building Regulations. They are for domestic, indoor 
ceiling use only, and are not suitable for a Bathroom location.

• 
breaker).

• 
off the appropriate circuit breaker before commencing installation. Ensure that no one else has access that 

• This is a Class 1 product and must be Earthed. The terminal blocks are supplied according to requirements 

• 

• 
• 

Assembly/ User Instructions

Ensure that the product is fully assembled as illustrated before use.

The Light pack contains:

Terminal connection block.
Fixing pack.

The following tools may be required:

Electric drill and assorted drill bits.
Wire strippers.
Electrical insulation tape.
Allen Keys
Personal protection equipment

electrician.

Before you start

Care Information

2. 

any concealed wiring and pipes. 

The 4th terminal block connector is used for the “loop” wires of the “Ring Circuit”. 
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Assembly/ User Instructions Continued
     There may be more than one set of cables in the “loop” connections.  If there is a “Ring Circuit” and you do 

4. 

Tighten the screws to secure. Take care not to trap any wiring.

5. 

position and then retighten the nut to secure.

7. Turn on the power and test.

Class I
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