
Semi Flush Fitting

Safety Warnings
INSTRUCTION MANUAL

• This product is only suitable for connection to a 220-240V~50Hz supply in accordance with current IEE wiring 
regulations, and should be installed in accordance with local building regulations. It is for indoor use only, and is 
not suitable for a bathroom location.

• 
off the appropriate circuit breaker before commencing installation. Ensure that no one else has access that would 
enable the supply to be inadvertently reconnected.

• This is a Class II, Double Insulated  product and must not be earthed. The terminal blocks are supplied 

• The LEDs included in these products are non-replaceable.
• This product may contain delicate parts – be careful during handling and maintenance to avoid breakage.
• 
• 
• This product is dimmable when used with a suitable LED dimmer switch.

Assembly/ User Instructions
Before you start

sure that you have all the required parts. Follow each assembly step in order to prevent incorrect assembly. 
Ensure that the product is fully assembled as illustrated before use.

The Light pack contains:

Fixing pack

The following tools may be required:

Electric drill and assorted drill bits.
Wire strippers.

Care Information
Allow 10 minutes to cool before replacing, adjusting or cleaning.

1. 
electrical connections. Ensure there is a solid mounting surface, preferably a wooden joist or joist bridge to 

2. 

any concealed wiring and pipes.

3. 

4. 

bracket. Tighten the screws to secure. Take care not to trap any wiring.

5. Move the rings in the shade into the desired positions.

6. Turn on the power and test.
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