
Semi-Flush Ceiling Fitting

Safety Warnings
INSTRUCTION MANUAL

 This product is only suitable for connection to a 240V~50Hz supply in accordance with current IEE wiring 
regulations, and should be installed in accordance with local Building Regulations. They are for domestic, indoor 
ceiling use only, and are not suitable for a Bathroom location.

 
breaker).

 
off the appropriate circuit breaker before commencing installation. Ensure that no one else has access that 
would enable the supply to be inadvertently reconnected.

 If the Class II, Double Insulated symbol  is on the Light Fitting, then the Fitting does not require an Earth, 
and Live or Neutral must not be connected to Earth. If there is no such symbol the Fitting must be Earthed. 

 

 If there is a “Minimum Distance” Label, please do not allow Flammable Materials to rest within that distance 
from the lamps.

 This product may contain delicate parts – be careful during handling and maintenance to avoid breakage.
 
 
 If there is a “Minimum Distance” Label, please do not allow Flammable Materials to rest within that distance 

from the lamps. If the Light Fitting must not be mounted on combustible surfaces there will be the below symbol 
on it. If there is no symbol then the Light Fitting may be mounted on any surface, including combustible ones.

Assembly/ User Instructions

Check the packaging and make sure that you have all the required parts. 
Follow each assembly step in order to prevent incorrect assembly.
Ensure that the product is fully assembled as illustrated before use.

The Light pack contains:

Terminal connection block(s).
Fixing pack.
Lampholder covers (as required)
Shade/ Bulb tool (as required)
Allen key (as required)

The following tools may be required:

Electric drill and assorted drill bits.
Wire strippers.
Electrical insulation tape.
Allen Keys
Personal protection equipment

Before you start

Care Information
Allow 10 minutes to cool before replacing, adjusting or cleaning.
Clean with a dry cloth only. Do not use liquid or abrasive cleaners on this product.

will be the same, your individual product may vary from the diagram shown below.

Minimum Distance: This is the 
symbol which denotes this 
requirement.

 0.5m 
Luminaires not suitable for direct mounting 

mounted)
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1. 
electrical connections. Ensure there is a solid mounting surface, preferably a wooden joist or joist bridge to 

2. Refer to generic diagram. Although a suspension wire is shown, Fittings may be supported by a single chain, 
a solid stem, the electrical cable or may have lamp holders mounted on the Ceiling Cup which will be a larger 
diameter than shown. 

3. 

sure the bracket is correctly aligned. 

4. 
The 4th terminal block connector is used for the “loop” wires of the “Ring Circuit”. There may be more 
than one set of cables in the “loop” connections. If there is a “Ring Circuit” and you do not understand the 
connections you must consult an electrician.   Any loose terminal blocks – not secured to ceiling cup – should 
always be covered with 2 layers of good quality insulation tape. 

5. Secure the ceiling cup over the bracket by using the screws (3) removed in Point 3.

6. if 
.

7. 
replacing the shade ring.

8. Fit the bulb(s), if required. 

9. Turn on the power and test.

Assembly/ User Instructions Continued
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