
Wall Light Fitting

Safety Warnings
INSTRUCTION MANUAL

• This product is only suitable for connection to a 240V~50Hz supply in accordance with current IEE wiring regulations. 
It should be installed in accordance with local building regulations and is for domestic use only. 

• 
the appropriate circuit breaker before commencing installation.

• This is a Class I product, and must be Earthed. The terminal blocks are supplied according to requirements of the 

• 

• This product contains delicate parts – be careful during handling and maintenance to avoid breakage.
• This product has special protection against the ingress of water, and is rated IP44. If the glass or diffuser is broken 

denotes this requirement: 
• 

cleaning purposes. If installing in a bathroom, a 30mA RCD must be used in accordance with IEE Wiring Regulations 
and the Building Regulations. An electrician must be consulted 
if in any doubt about your own competency or meaning of 
bathroom “Zones”, “Equipotential Bonding” or “RCD”.

• If you are in any doubt about your competence please consult a 

• 
may render the product unsafe.

Assembly/ User Instructions
Before you start

that you have all the required parts. Follow each assembly step in order to prevent incorrect assembly. Ensure that 
the product is fully assembled as illustrated before use. This light fitting is not suitable for use with a dimmer switch.

Please note: This instruction covers two styles – your individual product may vary from that below.
The Light pack contains:

Fixing pack.

The following tools may be required:

Electric drill and assorted drill bits.
Wire strippers.
Electrical insulation tape.

Care Information

Clean with a dry cloth only. Do not use liquid or abrasive cleaners on this product.
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2. 
3. Use the back box as a template to mark the screw holes. Make the screw holes and carefully pierce the rubber 
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Assembly/ User Instructions Continued
4. 

correctly.
5. 

you are sure of the connections wrap the terminal block and overlap the wiring both sides with 2 layers of insulation 
tape.  Any loose terminal blocks - not secured to wall cup 

damaged, trapped or left exposed. Check the seal, use sealant if required
6. 
7. 
8. 

that the silicone seal is not pinched or trapped by the shade.
9. Turn on the power and test.
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